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NOTES:

1. ALL DIMENSIONS ARE IN METRES UNLESS STATED OTHERWISE.

2. HORIZONTAL DATUM IS REFERENCED TO OSGB 1936 BRITISH

NATIONAL GRID.

3. VERTICAL DATUM IS IN METRES AND REFERENCED LIDAR

SURVEY, ORDINANCE DATUM.

4. BACKGROUND IMAGE REPRODUCED FROM BING MAPS, © 2021

MICROSOFT.
5. SETTING OUT POINTS NEED TO BE AGREED BETWEEN

CONTRACTOR AND ENGINEER.

6. EXISTING MASONRY WALL SECTION SHOWN IS ILLUSTRATIVE

OF A FIXED STRUCTURE ONLY.
7. MORTARED BRICKWORKS

- 500 x 600 BRICK WORK WITH 100mm DOWEL EMBEDMENT

- 200mm PLAIN STEEL DOWELS EPOXY GROUTED @ 2.00m

SPACING

- CONDITION OF EXISTING WALL TO BE CONFIRMED PRIOR TO

WORKS.

9. BRICKWORK TO BE CARRIED OUT IN ACCORDANCE WITH BS

8000-3 WORKMANSHIP ON CONSTRUCTION SITES. MASONRY.

CODE OF PRACTICE.

10. ALL LEVELS TO BE CONFIRMED FOLLOWING ON SITE SURVEY.

11. FOR GENERAL NOTES REFER TO DRAWING No.

DKR6499-000-D102.

12. FOR GENERAL ARRANGEMENT LAYOUT REFER TO DRAWING

No. DKR6499-200-D113.

13.  BOARDWALK AT CHAINAGE 480-500 TO BE COMPLETED BY

OTHERS.
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