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RC20 MASS CONCRETE EDGE BEAM.

DEPTH OF BEAM TO MATCH DEPTH

OF STRATA WEB. DEPTH AT CREST IS
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EKOTEK 10 SEPARATION LAYER TO

UNDER LAY STRATA WEB AND TO TUCK

UNDER DYCEL BLOCKS BY 600mm

COCONET 800 BIODEGRADABLE COIR

MATTING OVERLAID WITH 50mm OF

TOP SOIL AND SEEDED WITH GRASS

SEED AND PLANTED WITH

FASCICULARIA BICOLOUR.

SECTION C
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HAND LAID, DYCEL 150 BLOCKS, 6 x ROWS

WIDE, THREADED ONSITE WITH STAINLESS

STEEL CABLES. BLOCKS UNDERLAIN WITH

EROTEX 30 GEOTEXTILE. TO THE FULL

WIDTH AND TUCKED UNDER EDGE BEAM.

400
2920 260140

3200

3 LAYERS OF STRATA WEB 200mm UNDER CREST

FILLED AND COMPACTED WITH IMPORTED

CRUSHED CORNISH GRANITE 4-10mm. STRATA

WEB REDUCES TO TWO LAYERS UNDER RAMP

SLOPES. STRATA WEB TO BE J-PINNED INTO

POSITION. SEE SPECIFICATION FOR DETAILS.
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300mm TYPE 1 SUB-BASE
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